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Made in USA

Precision 
Glass Scales.
With more than one million scales in use today, 
ANILAM precision glass scales withstand the
elements of contamination found in even the
harshest machine shop environments. 
As a result, our precision glass scales resist
changes in size, shape or density due to
temperature and humidity variations. This 
stability provides exceptional accuracy down to
±1.5µm (.00006"), resulting in tighter workpiece
tolerances. ANILAM precision glass scales 
are available in travel lengths from 1"–773" 
and in resolutions from 0.5µm (.00002") to 
10µm (.0005").

ANILAM USA
One Precision Way, Jamestown, NY 14701    
Tel: 800.344.2311    Fax: 716.661.1884    
Web: www.anilam.com / E-mail: anilaminc@anilam.com

Acu-Rite Companies China
Room 1986, Tower B, City Center of Shanghai
No. 100 Zunyi Lu Road, Chang Ning District
200051 Shanghai P.R.C    
Tel: 011.86.21.62370398    Fax: 011.86.21.62372320
E-mail: china@anilam.com

ANILAM S.A.R.L FranceANILAM
2 Avenue de la Cristallerie, BP 68-92316
Serves Cedex, France    
Tel: 011.33.1.46290061    Fax: 011.33.1.45072402   
Web: www.acu-rite.fr / E-mail: courrier@acu-rite.fr

ANILAM GmbH Germanyermany 
Fraunhoferstrasse 1, D-83301, Traunreut, Germany    
Tel: 011.49.8669.856110    Fax: 011.49.8669.850930   
Web: www.anilam.de / E-mail: info@anilam.de

ANILAM s.r.l ItalyAM Elettronica srl, Italy
Strada Borgaretto, 38, 10043 Orbassano, Torino, Italy    
Tel: 011.39.011.900.2606    Fax: 011.39.011.900.2466   
Web: www.anilam.it / E-mail: info@anilam.it

ANILAM TW TaiwanNILAM TW, Taiwan
No. 246 Chau-Fu Road, Taichung City 407, Taiwan, ROC    
Tel: 011.886.4.225.87222    Fax: 011.886.4.225.87260   
E-mail: anilamtw@anilam.com

ACI (UK) LimitedLimited, United Kingdom 
16 Plover Close, Interchange Park, Newport Pagnell
Buckinghamshire, MK16 9PS United Kingdom    
Tel: 011.44.0.1908.514.500   Fax: 011.44.0.1908.610.111   
Web: www.aciuk.co.uk / E-mail: sales@aciuk.co.uk

WIZARD 311 Features/Technical Data

Display 1-, 2- or 3-axes digital LED display

General Functions • Zero reset capability
• Instant radius / diameter conversion
• Absolute/incremental display
• Instant inch/mm conversion
• Conversational message prompts
• Linear error compensation

Construction Die-cast metal 

Electrical Voltage of 100-240 Vac, single phase
Power of 20 VA max
Frequency of 50-60 Hz per channel

Operating Temp. 0 degrees to 40 degrees C 
(32 degrees to 104 degrees F)

Storage Temp. -40 degrees to 60 degrees C
(-40 degrees to 140 degrees F)

Weight 4 lbs, 2 oz.

Certifications ISO-9001, UL, CSA, CE

T H E  S I M P L E  C H O I C E .

®

ANILAM IS AN

ISO 9001
CERTIFIED
MANUFACTURER
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